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Copies[0 300 600 900 120 150 180 210 240 270 300 330 360 390 420 450 480 530
709.cactus r 64 I 538
722pam_r 64 } 20
73l.astcenc r 64 I 242
736.0cio r 64 I 29
737.gmsh r 64 } L2
748 flightdm_r 64 } Z°
749 fotonik3d_r 64 } 164
765.roms r 64 I 14
766.femflow_r 64 I hra g
767.nest r 64 } 26
772.marian_r 64 I A%
782lbm_r 64 } 168
Hardware Software
CPU Name: AMD EPYC 9115 0osS: SUSE Linux Enterprise Server 15 SP6
Max MHz: 4100 kernel version
Nominal: 2600 6.4.0-150600.23.22-default
Enabled: 32 cores, 2 chips, 2 threads/core Compiler: C/C++/Fortran: Version 5.1.0 of AOCC
Orderable: 1,2 chips Compiler Category: Vendor
CachelLl1l: 32KB | +48KB D on chip per core Firmware: Etj{iltzsg illaslg/dereggé 15.0.25256 R2.13.0 for
L2: 1 MB 1+D on chip per core PALX. ug
L3 64 MB 1+D on chip per chip, 32 MB shared / 8 . . tested as V5.0.0.35 R2.11.0 for D4129-A1x Jan-2026
cOres File System: xfs
Other: None System State: Run _I evel 3 (multi-user)
Memory: 768 GB (24 x 32 GB 2Rx8 PC5-6400B-R) Base Pointers: 64-bit
Storage: ~ 1x SATA SSD, 1.92 TB Peak Pointers: Not Applicable
Cooling:  Air Other: ~ None
Other: None Power Management: BIOS and OS setto prefer performance
at the cost of aditional power usage
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i SPEC CPUR2026 Floating Point Rate Result

SPEC Copyright 2026 Standard Performance Evaluation Corporation

Fsas Technologies Inc. SPECrate2026 fp base= 246

(Test Sponsor: Fujitsu) - -

PRIMERGY RX2450 M2, —

AMD EPYC 9115, 2.60 GHz SPECrate 2026 fp peak = Not Run
CPU2026 License: 19 Test Date: Jun-2026
Test Sponsor: Fujitsu Hardwar e Availability: Jan-2025
Tested by: Fsas Technologies Inc. Software Availability: Jan-2026

Results Table
Base Peak
Benchmark Copies | Seconds | Ratio | Seconds | Ratio | Seconds | Ratio | Copies | Seconds | Ratio | Seconds | Ratio | Seconds | Ratio

709.cactus r 64 105 521 106 | 518 106 | 518

722.palm_r 64 426 | 198 423 | 200 422 1 200

731.astcenc r 64 222 | 242 222 | 242 225 | 239

736.0cio_r 64 235 238 235 239 235 239

737.gmsh_r 64 194 152 193 | 152 193 | 152

748.flightdm_r 64 180 254 179 | 256 179 = 257

749.fotonik3d_r 64 451 | 164 450 | 164 450 @ 164

765.roms_r 64 580 174 579 | 174 580 174

766.femflow_r 64 212 443 210 | 448 208 | 452

767.nest_r 64 247 206 246 | 206 248 @ 205

772.marian_r 64 204 | 495 203 | 498 204 | 496

782.1bm_r 64 226 = 162 225 163 222 | 165

SPECrate2026_fp_base= 246

SPECrate2026_fp_peak = Not Run

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Compiler Notes

The AMD64 AQCCC Conpiler Suite is avail able at
http://devel oper. and. conf and- aocc/

Submit Notes

The config file option 'subnmit' was used.
"numact!|' was used to bind copies to the cores.
See the configuration file for details.

Operating System Notes

'ulimt -s unlimted was used to set environnment stack size limt

‘ulimt -1 2097152' was used to set environnent |ocked pages in nmenmory limt
runcpu command i nvoked through numact!l i.e.:
numact!| --interleave=all runcpu <etc>

To limt dirty cache to 8% of nmenory, 'sysctl -wvmdirty ratio=8" run as root.
To limt swap usage to mni num necessary, 'sysctl -w vm swappi ness=1' run as root.
To free node-local nenory and avoid renote nmenory usage,

"sysctl -w vm zone_recl ai m node=1" run as root.

To clear filesystemcaches, 'sync; sysctl -w vmdrop_caches=3" run as root.

To di sabl e address space | ayout random zation (ASLR) to reduce run-to-run
variability, 'sysctl -w kernel.random ze va_space=0' run as root.

To enabl e Transparent Hugepages (THP) for all allocations,

(Continued on next page)
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Operating System Notes (Continued)

"echo al ways > /sys/kernel/mitransparent _hugepage/ enabl ed’" and
"echo al ways > /sys/kernel/mitransparent _hugepage/ defrag' run as root.

Environment Variables Notes

Envi ronment vari abl es set by runcpu before the start of the run:

LD LI BRARY_PATH =
"/ hone/ Benchmar k/ cpu2026- 1. 0. 1/ and_rat e_aocc510_znver5 B lib/lib:/home/B
enchmar k/ cpu2026- 1. 0. 1/ and_r ate_aocc510_znver5 B lib/lib32:"

MALLOC CONF = "retain:true"

General Notes
Bi naries were conpiled on a systemw th 2x AVD EPYC Veni ce256 CPU + 2Ti B Menory usi ng Ubuntu 24. 04

Platform Notes

Bl OS configuration:

Det ermini sm Slider = Power

TDP Control = Manual

TDP Limt = 155

Package Power Linmit Control = Manual
Package Power Limt = 155

Power Profile Selection = H gh Perfornmance
NUVMA nodes per socket = NPS2

Probe Filter Organization = Shared

Interl eaving Region Size = 1K Region Size
FAN Control = Full

Sysi nfo program / home/ Benchmar k/ cpu2026- 1. 0. 1/ bi n/ sysi nfo
Rev: 779ab21020787073335a329f 3a45e2cd
runni ng on | ocal host Thu Jun 25 09:27:43 2026

SUT (System Under Test) info as seen by some common utilities.

1. uname -srvm

2. w

3. Usernane

4. ulimt -a

5. sysinfo process ancestry
6. /proc/cpuinfo

(Continued on next page)
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Platform Notes (Continued)

7. lscpu

8. numact!| --hardware

9. /proc/nem nfo

10. who -r

11. Systend service manager version: systend 254 (254. 10+suse. 84. ge8d77af 424)
12. Services, fromsystenctl list-unit-files

13. Linux kernel boot-time argunents, from/proc/cmdline
14. cpupower frequency-info

15. sysctl

16. /sys/kernel /mm transparent hugepage

17. /sys/kernel /ni transparent hugepage/ khugepaged

18. OS rel ease

19. Disk information

20. /sys/devices/virtual/dnm/id

21. dm decode

22. BICS

1. unanme -srvm
Li nux 6. 4.0-150600. 23. 22-default #1 SMP PREEMPT_DYNAM C Fri Sep 13 10:42:50 UTC 2024 (5c05eeb) x86_64

2. w
09:27:43 up 2 min, 2 users, |load average: 0.24, 0.22, 0.09
USER TTY FROM LOGN@ |IDLE JCPU PCPU WHAT
r oot ttyl - 09: 26 15.00s 2.07s 0.95s python3
./run_and_rate_aocc510_znver5 Bl fprate.py
r oot pts/O0 192. 168. 10. 106 09: 26 22.00s 0.03s 0.03s -bash

3. Usernane
From envi ronnment vari abl e $USER: r oot

4, ulimt -a

core file size (blocks, -c¢) unlimted
data seg size (kbytes, -d) unlimted
scheduling priority -e) 0

file size (blocks, -f) unlinmted
pendi ng signal s (-i) 3090898
max | ocked menory (kbytes, -1) 2048

max nenory size (kbytes, -nm) unlimted
open files (-n) 65536

pi pe size (512 bytes, -p) 8

PCSI X nessage queues (bytes, -q) 819200
real-time priority (-r) O

(Continued on next page)
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Platform Notes (Continued)
stack size (kbytes, -s) unlimted
cpu tine (seconds, -t) unlinted
max user processes (-u) 3090898
virtual nenory (kbytes, -v) unlimted
file |l ocks (-x) unlimted

5. sysinfo process ancestry
[fusr/lib/systend/systend --sw tched-root --system--deserialize=42

login -- root

- bash

- bash

python3 ./run_and_rate_aocc510 znver5 Bl fprate. py

runcpu --config and_rate_aocc510_znver5 Bl.cfg --tune base --reportable --iterations 3 fprate

runcpu --configfile and_rate_aocc510_znver5 Bl.cfg --tune base --reportable --iterations 3 --nopower
--runnmode rate --tune base --size test:train:refrate fprate --nopreenv --note-preenv --logfile

$SPEC/ t np/ CPU2026. 001/ t enpl ogs/ preenv. fprate. 001.0.10g --1ognum 001.0 --fromruncpu 2
specper| $SPEC bi n/ sysi nfo
$SPEC = / home/ Benchmar k/ cpu2026-1. 0. 1

6. /proc/cpuinfo

nodel nane : AMD EPYC 9115 16-Core Processor

vendor _i d : Aut henti cAMD

cpu famly : 26

nodel D2

st eppi ng 1

m crocode : 0xb00215a

bugs . sysret_ss_attrs spectre_vl spectre_v2 spec_store_bypass
TLB si ze ;192 4K pages

cpu cores : 16

si blings 32

2 physical ids (chips)

64 processors (hardware threads)

physical id 0: core ids 0-15

physical id 1. core ids 0-15

physical id 0: apicids 0-31

physical id 1: apicids 32-63
Caution: /proc/cpuinfo data regarding chips, cores, and threads is not necessarily reliable, especially for
virtualized systens. Use the above data carefully.

7. lscpu
From | scpu fromutil-linux 2.39.3:
Architecture: x86_64
CPU op- node(s): 32-bit, 64-bit

(Continued on next page)
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i SPEC CPUR2026 Floating Point Rate Result

SPEC Copyright 2026 Standard Performance Evaluation Corporation
Fsas Technologies Inc. SPECrate'2026 fp base= 246
(Test Sponsor: Fujitsu) — M
PRIMERGY RX2450 M2, —
CPU2026 License: 19 Test Date: Jun-2026

Test Sponsor: Fujitsu
Tested by: Fsas Technologies Inc.

Hardwar e Availability: Jan-2025
Software Availability: Jan-2026

Addr ess si zes:

Byte Order:

CPU(s):

On-line CPY(s) list:
Vendor | D:

Bl OS Vendor |D:
Model nane:

Bl OS Model nane:

BICS CPU fam |y:
CPU famly:

Model

Thread(s) per core:
Core(s) per socket:
Socket (s):

St eppi ng:

Frequency boost:
CPU(s) scaling MHz:
CPU max MHz:

CPU m n MHz:

BogoM PS:

Fl ags:

Virtualization
L1d cache:

L1li cache:

L2 cache:

L3 cache:

NUMA node(s):

NUMA node0 CPU(s):

Platform Notes (Continued)

52 bits physical, 57 bits virtua
Little Endian
64
0-63
Aut hent i cAVD
Advanced M cro Devices, Inc.
AMD EPYC 9115 16-Core Processor
ANMD EPYC 9115 16- Core Processor Unknown CPU @ 2. 6GHz
107
26
2
2
16
2
1
enabl ed
71%
4115. 8198
1500. 0000
5192. 10
fpu vme de pse tsc nsr pae nte cx8 apic sep nmtrr pge nta cnobv pat
pse36 cl flush mx fxsr sse sse2 ht syscall nx mmxext fxsr_opt pdpelgb
rdtscp I mconstant_tsc rep_good and_| br_v2 nopl nonstop_tsc cpuid
extd_apicid aperfnperf rapl pni pclmlgdq nonitor ssse3 fna cx16 pcid
ssed_1 ssed4_2 x2apic novbe popcnt aes xsave avx fl16c¢c rdrand | ahf_Im
cnp_l egacy svm extapi c cr8_| egacy abm ssed4a m sal i gnsse 3dnowprefetch
osvw i bs skinit wdt tce topoext perfctr_core perfctr_nb bpext
perfctr_Ilc mmaitx cpb cat_|3 cdp_| 3 hw pstate ssbd nba perfnmon_v2
ibrs ibpb stibp ibrs_enhanced vmmtall fsgsbhase tsc_adjust bm 1 avx2
smep bm 2 ernms invpcid cqmrdt_a avx512f avx512dq rdseed adx snap
avx512i fma cl flushopt clwb avx512cd sha_ni avx512bw avx512vl xsaveopt
xsavec xgetbvl xsaves cgmllc cqgmoccup_|Ilc cqgmnmbmtotal
cqm nbm | ocal user_shstk avx_vnni avx512 bf16 cl zero irperf
xsaveerptr rdpru wonoi nvd and_ppin cppc arat npt | brv svml ock
nrip_save tsc_scal e vntb_cl ean flushbyasi d decodeassi sts pausefilter
pfthreshold avic v_vnmsave_vm oad vgif x2avic v_spec_ctrl vnni
avx512vbm uni p pku ospke avx512_vbni 2 gfni vaes vpcl nul qdq
avx512_vnni avx512_bital g avx512_vpopcntdg | a57 rdpid bus_| ock_det ect
nmovdi ri novdi r64b overflow recov succor snta fsrm avx512_vp2i ntersect
flush_| 1d debug_swap and_| br_pnt_freeze
AMD- V
1.5 MB (32 instances)
1 MB (32 instances)
32 M B (32 instances)
128 M B (4 instances)
4
0-7,32-39

(Continued on next page)
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SPEC

SPEC CPU"™2026 Floating Point Rate Result

Copyright 2026 Standard Performance Evaluation Corporation

Fsas Technologies

(Test Sponsor: Fujitsu)

PRIMERGY RX2450 M2,
AMD EPYC 9115, 2.60 GHz

Inc. SPECrate'2026 fp_base = 246

SPECratet2026 fp_peak =Not Run

CPU2026 License: 19
Test Sponsor: Fujitsu
Tested by:

Fsas Technologies Inc.

Test Date: Jun-2026
Hardwar e Availability: Jan-2025
Software Availability: Jan-2026

Platform Notes (Continued)

NUMA nodel CPU(s): 8- 15, 40- 47
NUMA node2 CPU(s): 16- 23, 48-55
NUVMA node3 CPU(s): 24- 31, 56- 63
Vul nerability Gather data sanpling: Not affected
Vul nerability Itlb rmultihit: Not affected
Vul nerability L1tf: Not affected
Vul nerability Mls: Not affected
Vul nerability Meltdown: Not affected
Vul nerability Mm o stal e data: Not affected
Vul nerability Reg file data sanpling: Not affected
Vul nerability Retbl eed: Not affected
Vul nerability Spec rstack overfl ow Not affected
Vul nerability Spec store bypass: M tigation; Speculative Store Bypass disabled via prctl

Vul nerability Spectre vi: M tigation; usercopy/swapgs barriers and __user pointer sanitization
Vul nerability Spectre v2: M tigation; Enhanced / Autonatic |BRS; |BPB conditional; STIBP
al ways-on; RSB filling; PBRSB-el BRS Not affected; BH Not affected

Vul nerability Srbds:
Vul nerability Tsx async abort:

Not affected
Not affected

From | scpu --cache

NAME ONE- SI ZE ALL- SI ZE WAYS TYPE LEVEL SETS PHY- LI NE COHERENCY- Sl ZE

L1d 48K 1.5M 12 Data 1 64 1 64
L1i 32K 1M 8 Instruction 1 64 1 64
L2 iM 32M 16 Unified 2 1024 1 64
L3 32M 128M 16 Unified 3 32768 1 64
8. nunmact!l --hardware
NOTE: a nunact|l 'node' mght or might not correspond to a physical chip.
avai | abl e: 4 nodes (0-3)
node 0 cpus: 0-7, 32-39
node 0 size: 192608 MB
node 0 free: 192011 MB
node 1 cpus: 8-15, 40-47
node 1 size: 193531 MB
node 1 free: 192832 MB
node 2 cpus: 16-23,48-55
node 2 size: 193531 MB
node 2 free: 192783 MB
node 3 cpus: 24-31, 56-63
node 3 size: 193079 MB
node 3 free: 192506 MB
node di st ances:
node 0 1 2 3
0: 10 12 32 32
1. 12 10 32 32
2: 32 32 10 12
(Continued on next page)
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i SPEC CPUR2026 Floating Point Rate Result

SPEC Copyright 2026 Standard Performance Evaluation Corporation

Fsas Technologies Inc. SPECrate’2026 fp_base= 246

(Test Sponsor: Fujitsu) — M

PRIMERGY RX2450 M2, —
CPU2026 License: 19 Test Date: Jun-2026
Test Sponsor: Fujitsu Hardwar e Availability: Jan-2025
Tested by: Fsas Technologies Inc. Software Availability: Jan-2026

Platform Notes (Continued)
3. 32 32 12 10

9. /proc/nmem nfo
MentTot al : 791296804 kB

10. who -r
run-level 3 Jun 25 09:25

11. Systend service manager version: systend 254 (254. 10+suse. 84. ge8d77af 424)
Default Target Status

mul ti-user runni ng
12. Services, fromsystenctl list-unit-files
STATE UNI T FILES
enabl ed YaST2- Fi r st boot YaST2- Second- St age apparnor auditd cron di spl ay- manager getty@irqgbal ance

iscsi issue-generator kbdsettings kdump kdunp-early kdunp-notify klog |vnR-nonitor nscd
postfi x purge-kernels rollback rsyslog smartd sshd systend-pstore virtgenud w cked
wi ckedd- aut 04 wi ckedd- dhcp4 wi ckedd- dhcp6 wi ckedd- nanny
enabl ed-runtinme systend-renmount-fs
di sabl ed aut of s autoyast-initscripts blk-availability boot-sysctl ca-certificates chrony-wait
chronyd consol e-getty cups cups-browsed debug-shell dnsmasq ebtabl es exchange-bnt-o0s-info
firewalld fsidd gpm grub2-once haveged hw oc-dunp-hwdata i pm ipmevd iscsi-init iscsid
i ssue- add- ssh- keys kexec-load ksm kvm stat |ibvirt-guests |unmask man-db-create multi pathd
nfs nfs-bl kmap nfs-server nfsserver rpchind rpntonfigcheck rsyncd serial-getty@
smartd_generate_opts snnpd snnptrapd strongswan strongswan-starter svnserve
syst end- boot - check- no-f ai |l ures systend- conf ext systend-network-generator systend-nspawn@
systemd- sysext systend-tinme-wait-sync systend-tinmesyncd tcsd udi sks2 virtinterfaced
virtlockd virtlogd virtnetworkd virtnodedevd virtnwiilterd virtsecretd virtstoraged
vncserver @
i ndi rect pcscd systend-userdbd tftp w ckedd

13. Linux kernel boot-tine argunents, from/proc/cndline
BOOT_| MAGE=/ boot / v i nuz- 6. 4. 0- 150600. 23. 22- def aul t
r oot =UUI D=0cOf d396- 12b8- 460e- af 5f - 2d1dba73ae32
spl ash=si | ent
mtigations=auto
qui et
securit y=appar nor
crashker nel =384M hi gh
crashkernel =72M | ow

(Continued on next page)
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i SPEC CPUR2026 Floating Point Rate Result

SPEC Copyright 2026 Standard Performance Evaluation Corporation

Fsas Technologies Inc. SPECrate’2026 fp_base= 246

(Test Sponsor: Fujitsu) — M

PRIMERGY RX2450 M2, —
CPU2026 License: 19 Test Date: Jun-2026
Test Sponsor: Fujitsu Hardwar e Availability: Jan-2025
Tested by: Fsas Technologies Inc. Software Availability: Jan-2026

Platform Notes (Continued)

14. cpupower frequency-info
anal yzi ng CPU 57:
current policy: frequency should be within 1.50 GHz and 2. 60 GHz.
The governor "performance" may deci de which speed to use
within this range.
boost state support:
Supported: yes
Active: yes

15. sysctl
ker nel . nurma_bal anci ng 1
kernel . random ze_va_space 0
vm conpacti on_proacti veness 20
vm dirty background_bytes 0
vmdirty background ratio 10
vmdirty bytes 0
vmdirty_expire_centisecs 3000
vmdirty_ratio 8
vmdirty witeback centisecs 500
vmdirtyti me_expire_seconds 43200
vm extfrag_threshol d 500
vm m n_unnmapped_ratio 1
vm nr _hugepages 0
vm nr _hugepages_nenpol i cy 0
vm nr_over commi t _hugepages 0
vm swappi ness 1
vm wat er mar k_boost _fact or 15000
vm wat ermark_scal e_factor 10
vm zone_r ecl ai m node 1

16. /sys/ kernel/nm transparent _hugepage
defrag [al ways] defer defer+madvi se nmadvi se never
enabl ed [ al ways] madvi se never
hpage _pnd_size 2097152
shmem enabl ed al ways within_size advise [never] deny force

17. /sys/ kernel /m transparent hugepage/ khugepaged
alloc_sleep_nmllisecs 60000

defrag 1
max_ptes_none 511
max_pt es_shared 256
mex_pt es_swap 64
pages_t o_scan 4096
scan_sleep_mllisecs 10000

(Continued on next page)
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i SPEC CPUR2026 Floating Point Rate Result

SPEC Copyright 2026 Standard Performance Evaluation Corporation

Fsas Technologies Inc. SPECrate’2026 fp_base= 246

(Test Sponsor: Fujitsu) — M

PRIMERGY RX2450 M2, —
CPU2026 License: 19 Test Date: Jun-2026
Test Sponsor: Fujitsu Hardwar e Availability: Jan-2025
Tested by: Fsas Technologies Inc.

Software Availability: Jan-2026

Platform Notes (Continued)

18. OS rel ease
From/etc/*-rel ease /etc/*-version
os-rel ease SUSE Linux Enterprise Server 15 SP6

19. Disk information
SPEC is set to: /hone/Benchmark/cpu2026-1.0.1

Fil esystem Type Size Used Avail Use% Mounted on
/ dev/ sda3 xfs 1.4T 206G 1.2T 15%/hone

20. /sys/devices/virtual/dnm/id

Vendor : FUJI TSU

Pr oduct : PRI MERGY RX2450 M
Product Fanily: SERVER

Seri al : XXXXXXXXXX

21. dm decode

Addi tional information fromdm decode 3.4 follows. WARNING Use caution when you interpret this section.
The ' dmi decode' programreads systemdata which is "intended to allow hardware to be accurately

determ ned", but the intent may not be met, as there are frequent changes to hardware,
"DMIF SMBI OS" st andard.

Menory:
12x SK Hyni x HMCG38AHBRA478N 32 GB 2 rank 6400
12x Samsung M321R4GA3EB2- CCPKF 32 GB 2 rank 6400

firmvare, and the

22. BICS
(This section conbines info from/sys/devices and dni decode.)
Bl OS Vendor: FUJITSU // American Megatrends Inc.
Bl CS Versi on: V5.0.0.35 R2.11.0 for D4129- Alx
Bl CS Dat e: 01/ 29/ 2026
Bl CS Revi si on: 2.11

Fi rmnar e Revi sion: 2.47

Compiler Version Notes

C | 782.1bmr(base)

AMD cl ang version 17.0.6 (CLANG AOCC 5.1.0-Buil d#1994 2025_12_23)
Target: x86_64-unknown-1i nux-gnu

(Continued on next page)
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i SPEC CPUR2026 Floating Point Rate Result

SPEC Copyright 2026 Standard Performance Evaluation Corporation

Fsas Technologies Inc. SPECrate’2026 fp_base= 246

(Test Sponsor: Fujitsu) — M

PRIMERGY RX2450 M2, —
CPU2026 License: 19 Test Date: Jun-2026
Test Sponsor: Fujitsu Hardwar e Availability: Jan-2025
Tested by: Fsas Technologies Inc. Software Availability: Jan-2026

Compiler Version Notes (Continued)

Thread nodel : posi x
Install edDir: /opt/AMY aocc/aocc-conpiler-5.1.0/bin

C++ | 731.astcenc_r(base) 736.ocio_r(base) 748.flightdmr(base)
| 766.fenflow r(base) 767.nest_r(base) 772.marian_r(base)

AMD cl ang version 17.0.6 (CLANG AQCC 5.1.0-Buil d#1994 2025 12 23)

Target: x86_64-unknown-1inux-gnu

Thread nodel : posi x

Install edDir: /opt/AMY aocc/aocc-conpiler-5.1.0/bin

AMD cl ang version 17.0.6 (CLANG AOCC 5.1.0-Buil d#1994 2025_12_23)
Target: x86_64-unknown-1i nux-gnu

Thr ead nodel : posi x

Install edDir: /opt/AMY aocc/aocc-conpiler-5.1.0/bin

Fortran | 722.pal mr(base) 749.fotoni k3d r(base) 765.rons_r(base)
AMD cl ang version 17.0.6 (CLANG AOCC 5.1.0-Buil d#1994 2025 12 23)
Target: x86_64-unknown-1|i nux-gnu

Thread nodel : posi x

Install edDir: /opt/AMY aocc/aocc-conpiler-5.1.0/bin

Base Compiler Invocation

C benchmarks:
cl ang

C++ benchmarks:
cl ang++

Fortran benchmarks:
fl ang

Benchmarks using both C and C++:
cl ang++ cl ang

Page 11 Standard Performance Evaluation Corporation (info@spec.org) https://www.spec.org/
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i SPEC CPUR2026 Floating Point Rate Result

SPEC Copyright 2026 Standard Performance Evaluation Corporation

Fsas Technologies Inc. SPECrate’2026 fp_base= 246

(Test Sponsor: Fujitsu) — M

PRIMERGY RX2450 M2, —
CPU2026 License: 19 Test Date: Jun-2026
Test Sponsor: Fujitsu Hardwar e Availability: Jan-2025
Tested by: Fsas Technologies Inc. Software Availability: Jan-2026

Base Portability Flags

736.0cio_r:-fno-finite-math-only
737.gmsh_r: - f no-fast - mat h
748.flightdm_r: - f no-r eci procal - mat h
767.nest_r:-fno-finite-math-only

Base Optimization Flags

C benchmarks:

-nmb4 -std=c18 -W,-mlvm-W,-align-all-nofallthru-bl ocks=6
-W,-mlvm-W, -reduce-array-conput ati ons=3

-W,-mlIvm-W, -1dist-scal ar-expand -fenabl e- aggressi ve- gat her
-ffast-math -Q3 -nmarch=znver5 -fvecli b=AMDLI BM -fno-Pl E -no-pie
-flto -fstruct-layout=7 -m|vm -unroll-threshol d=50
-mlvm-inline-threshol d=1000 -fremap-arrays -fstrip-m ning
-mlvm -reduce-array-conputations=3 -zopt -landlibm-Iandalloc
-1 flang

C++ benchmarks:

-m64 -std=c++17 -W,-mlIvm-W,-align-all-nofallthru-bl ocks=6
-W,-mlvm-W, -reduce-array-conput ati ons=3

-W,-mlvm-W, -x86-use-vzeroupper=false -W,-mlvm-W, -extra-inliner
-ffast-math -O3 -march=znver5 -fvecli b=AVMDLIBM -flto
-mlvm-unroll-threshol d=100 -m | vm -1 oop-unswi t ch-t hreshol d=200000
-mlvm -reduce-array-conputations=3 -zopt -landlibm-Iandalloc

-1fl ang

Fortran benchmarks:

-nmb4 -Mstandard -W,-mlvm-W,-align-all-nofallthru-bl ocks=6
-W,-mlvm-W, -reduce-array-conput ati ons=3

-W,-mlvm-W, -enabl e- X86- pr ef et chi ng

-W,-mlvm-W, -enabl e- aggr essi ve- gat her =t rue

-W,-mlvm-W, -enabl e- masked- gat her - sequence=fal se -ffast-math -3
-march=znver5 -fvecli b=AMDLIBM -flto -Mecursive -funroll-Ioops
-mlvm-lsr-in-nested-loop -m|vm -reduce-array-conputations=3
-fepil og-vectorization-of-inductions -zopt -landlibm-Iandall oc

-1 flang

Benchmarks using both C and C++:

-m64 -std=c++17 -std=cl1l8 -W,-mlvm-W,-align-all-nofallthru-bl ocks=6
-W,-mlvm-W, -reduce-array-conput ati ons=3

-W,-mIvm-W, -x86-use-vzeroupper=false -W,-mlvm-W, -extra-inliner
-ffast-math -Q3 -nmarch=znver5 -fvecli b=AMDLI BM -fno-Pl E -no-pi e

-flto -fstruct-layout=7 -m|vm -unroll-threshol d=50
-mlvm-inline-threshol d=1000 -fremap-arrays -fstrip-mning

(Continued on next page)
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SPEC Copyright 2026 Standard Performance Evaluation Corporation

Fsas Technologies Inc. SPECrate2026 fp base= 246
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PRIMERGY RX2450 M2, —
CPU2026 License: 19 Test Date: Jun-2026
Test Sponsor: Fujitsu Hardwar e Availability: Jan-2025
Tested by: Fsas Technologies Inc. Software Availability: Jan-2026

Base Optimization Flags (Continued)
Benchmarks using both C and C++ (continued):

-mlvm -reduce-array-conputati ons=3 -zopt -m|vm-unroll-threshol d=100
-m 1 vm -1 oop-unswitch-threshol d=200000 -1l anmdli bm -1 andalloc -Ifl ang

The flags files that were used to format this result can be browsed at
http://ww. spec. org/ cpu2026/ resul t s/ fl ags/ aocc-fl ags. 2026- 05- 04. 00. ht m
http://ww. spec. org/ cpu2026/resul ts/fl ags/ Fujitsu-Platform Settings-VLl.0-Turin-RevF. htm

Y ou can also download the XML flags sources by saving the following links:
http://ww. spec. or g/ cpu2026/ resul t s/ fl ags/ aocc-f | ags. 2026- 05- 04. 00. xm

http://ww. spec. or g/ cpu2026/ resul ts/flags/ Fujitsu-Platform Settings-V1.0-Turin-RevF.xnl

SPEC CPU and SPECrate are registered trademarks of the Standard Performance Evaluation Corporation. All other brand and product
names appearing in this result are trademarks or registered trademarks of their respective holders.

For questions about this result, please contact the tester. For other inquiries, please contact info@spec.org.
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